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Superclamp serial AC

Adjustable beam clamps for establishing a semi-permanent suspension point for steel profiles.

Properties
 - Easy and quick mounting.
 - Suitable for various steel profiles.
 -

Norm:
 - EN12100-1/2, EN13157,|EN2018, EN2009
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AC1 500 15.0 4 65 70 102 206 15 258 16 38-101 4.5 3508001
AC2 1000 15.0 6 69 70 96 206 15 258 16 38-101 5.5 3508003
AC3 1500 15.0 8 86 90 73 270 15 346 20 50 - 152 11 3508005
AC4 3000 25.4 10 90 102 101 343 25.4 490 20 101-203 21.5 3508007

Superclamp R1 and R2
Developed for standard rail sections, the ‘SUPERCLAMP’ rail lifting clamp provides a reliable and secure 
grip on the rail when tightened. 
Its light weight, versatile adjustability and low maintenance requirements makes this ‘SUPERCLAMP’ pro-
duct a popular unit for all engaged in rail construction, rail maintenance and rail manufacture.

Properties
 - For rail-laying, rail maintenance and rail manufacturing

Norm:
 - EN12100-1/2, EN13157,|EN2018, EN2009
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R1 3000 113 90 85 6 130 20 275 275 277 6 3510001
R2 5000 113 116 110 12.5 130 25 275 275 311 9.5 3510003

Superclamp serial A

Alternative see type RMACPage 165




