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Cargo lashing 25A Stf 120 daN / LC 800 daN

Properties
-- Robust, corrosion-resistant ratchet.
-- Lever length 112 mm.
-- Minimal elongation in the belt reduces the chance of re-tensioning.

Norm:
-- EN12195-2

Type Stf values 
(daN)

Lashing capacity 
LC 

(daN)

Lashing capacity 
LC reeved 

(daN)

Lashing capa-
city LC endless in 

(daN)

Webbing 
width 
(mm)

Length 
(m)

End fittings ProductId

25A/2-402-7M 120 400 800 - 25 7 narrow wire hook 402 1416011
25A/2-402-5M 120 400 800 - 25 5 narrow wire hook 402 1416013
25A/2-402-3M 120 400 800 - 25 3 narrow wire hook 402 1416015
25A/1-6M 120 - - 800 25 6 endless 1416017
25A/1-3M 120 - - 800 25 3 endless 1416019
25A/1-4M 120 - - 800 25 4 endless 1416021

Cargo lashing IG LC 250 daN / SBIG LC 400 daN

Properties
-- Minimal elongation in the belt reduces the chance of re-tensioning.

Norm:
-- EN12195-2

Type Lashing capacity LC 
(daN)

Lashing capacity LC 
reeved 
(daN)

Lashing capacity LC 
endless in 

(daN)

Webbing width 
(mm)

Length 
(m)

End fittings ProductId

IG-001-2.5M - - 250 25 2.5 endless 1432001
IG-002-3.5M - - 250 25 3.5 endless 1432002
IG-003-4.5M - - 250 25 4.5 endless 1432003
SBIG-103 - - 400 25 3 endless 1433001
SBIG-105 - - 400 25 5 endless 1433002
SBIG-107 - - 400 25 7 endless 1433003

Packed in plastic including REMA manual.




