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REMA 117 geared trolley
Properties
 - Adjustable flange width by moving the adjusting rings.
 - Equipped with solid steel machined wheels.
 - Tilting and anti-drop protection provides extra safety.
 - Galvanized hand chain 5 x 23.7.
 - Suitable for various I-beam and H-beams.
 - 2-axles.

Standard delivery
 - Operating height 3 meters.

Option
 - Every other operating height.

Norm:
 - EN12100-1/2, EN13157, EN818-7

Type Wll
(kg)

flange width
(mm)

min. radius
(mm)

Weight
(kg)

productid

117-10.0 10.000 124-305 2000 94 0922011
117-20.0 20.000 136-305 3500 174 0922013
117-30.0 30.000 175-305 6000 333 0922015

Type a
(mm)

b
(mm)

c
(mm)

d
(mm)

e
(mm)

f
(mm)

G
(mm)

h
(mm)

i
(mm)

J
(mm)

X
(mm)

117-10.0 525 442 396 30 136 2-3.5 92 120 190 137 45
117-20.0 600 555 498 30 175 2-3.5 92 120 233 137 58
117-30.0 640 760 620 40 175 2-3.5 106 130 283 155 68

REMA 118 push trolley stainless steel
Properties
 - Adjustable flange width by moving the adjusting rings.
 - Equipped with solid stainless steel wheels.
 - Tilting and anti-drop protection provides extra safety.
 - Stainless steel AISI-304.

Norm:
 - EN12100-1/2, EN13157

Type Wll
(kg)

flange width
(mm)

min. radius
(mm)

Weight
(kg)

productid

118-500 500 50-152 900 9.5 0922101
118-1000 1000 64-203 1000 13.0 0922103

Type a
(mm)

b
(mm)

c
(mm)

d
(mm)

e
(mm)

f
(mm)

G
(mm)

h
(mm)

i
(mm)

J
(mm)

X
(mm)

118-500 244 200 50 8 55 1.5-3.5 24 52.5 111 32 34 30
118-1000 310 246 62 10 68 1.5-3.5 30 67 138 40 39.5 40
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