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TRS heavy machinery roller skates
Nylon rollers running on bearings except for models TRS-120 fitted with steel rollers.Nylon rollers will not 
damage floors.Platforms have anti-slip rubber coatings. Can be easily placed or positioned by means of 
the hand grip.

Properties
 - The steering platform skate running on bearings makes manoeuvering with heavy loads easier.
 -

Norm:
 - EN12100

Type Wll
(kg)

number of 
rollers

platform l x W x h 
(mm)

roller  x width
(mm)

material Weight
(kg)

productid

TRS-30 3000 4 310 x 255 x 105 85 x 90 nylon 15 4250001
TRS-60 6000 8 630 x 400 x 115 85 x 90 nylon 50 4250003
TRS-120 12000 8 630 x 400 x 115 83 x 80 steel 66 4250005

TRW roller skates
Roller skates can be joined by means of two connecting rods. Roller skates are always supplied in pairs incl 
2 connecting rods.

Norm:
 - EN12100

Type Wll
(kg)

number of 
rollers

platform l x W x h 
(mm)

roller  x width
(mm)

material Weight
(kg)

productid

TRW-60 6000/2 8 315 x 200 x 115 85 x 90 nylon 30 4250011
TRW-120 12000/2 12 420 x 200 x 115 85 x 90 nylon 38 4250013
TRW-240 24000/2 16 490 x 220 x 115 83 x 85 steel 65 4250015




