
74

11
CA

Rg
o 

lA
SH

IN
gS

   c
ar

Go
 la

sh
in

G
11

 

Cargo lashing 50 force  Stf 400 daN / LC 5000 daN

Lashing strap 50 mm wide with extended ratchet giving a higher prestressing force.

Properties
 - Robust, corrosion-resistant ratchet.
 - Handle length 265 mm.
 - Minimal elongation in the belt reduces the chance of re-tensioning.

Norm:
 - EN12195-2

Type stf values 
(dan)

lashing capacity 
lc 

(dan)

lashing capacity 
lc reeved 

(dan)

lashing capa-
city lc endless in 

(dan)

Webbing 
width 
(mm)

length 
(m)

end fittings productid

50F/2-VR 400 2500 5000 - 50 9 grab hook 419 1450015

Cargo lashing 50 Stf 320 daN / LC 4000 daN

Properties
 - Robust, corrosion-resistant ratchet.
 - Handle Length 230 mm.
 - Minimal elongation in the belt reduces the chance of re-tensioning.

Norm:
 - EN12195-2

Type stf values 
(dan)

lashing capacity 
lc 

(dan)

lashing capacity 
lc reeved

(dan)

lashing capa-
city lc endless in 

(dan)

Webbing 
width
(mm)

length
(m)

end fittings productid

50/2-411-9m 320 2000 4000 - 50 9 twisted snap hook 411 1401005
50/2-420-9m 320 2000 4000 - 50 9 triangle 420 1402005
50/2-409-9m 320 2000 4000 - 50 9 triangle-carbiner hook 409 1403005
50/2-419-7m 320 2000 4000 - 50 7 grab hook 419 1405003
50/2-419-8m 320 2000 4000 - 50 8 grab hook 419 1405004
50/2-419-9m 320 2000 4000 - 50 9 grab hook 419 1405005
50/2-419-10m 320 2000 4000 - 50 10 grab hook 419 1405007
50/2-419-12m 320 2000 4000 - 50 12 grab hook 419 1405009
50/2-400U-9m 320 2000 4000 - 50 9 claw hook 400U 1407005
50/1-6m 320 - - 4000 50 6 endless 1408001

Cargo lashing 50 EBC Ergo Belt Stf 450 daN / LC 5000 daN

The EBC ratchet is a very safe ratchet because the load of the lashing belt can be obtained step by step 
and controlled when unloading loads, so that dangerous situations can be prevented (with standard 
ratchets the tension is released at once). The EBC ratchet is tensioned by a pulling movement, resulting in 
a larger force span and a higher Stf value of 450 daN.

Properties
 - Robust, corrosion-resistant ratchet.
 - Handle length 300 mm.
 - Minimal elongation in the belt reduces the chance of re-tensioning.

Norm:
 - EN12195-2

Type stf values 
(dan)

lashing capacity 
lc 

(dan)

lashing capacity 
lc reeved 

(dan)

lashing capa-
city lc endless in 

(dan)

Webbing 
width 
(mm)

length 
(m)

end fittings productid

50EBC/2-419-9m 450 2500 5000 - 50 9 grab hook 419 1409003

Packed in plastic including REMA manual.




